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ZEAL

ZMDRB-FR

Decade Resistance Box with Fix Resistance
DECADE RESISTANCE 1000V DC
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« High accuracy
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Technical Specifications

Model ZMDRB-FR
Decades 0.1MQ, 1MQ, 10MQ, 100MQ (between High & Low)
Total Resistance Range 0.1MQ to 1000 MQ.

1) 1 GQ X 10 in series.

ii) 10 GQ X 10 in series.

Maximum Test Voltage 1000V: For all decades of 0.1 MQ, 1 MQ, 10 MQ, 100 MQ:
5000V: For all Fixed resistor 1GQ to 100GQ

Dials of 0.1 MQ, 1 MQ, 10 MQ ,100 MQ can be used at 5000V when connected
in series with any fixed resistor

Fixed Resistors

Accuracy + 1% for all decades @25°C + 2°C RH <60%

+ 2% for fixed resistor @25°C + 2°C RH <60%
Dimension 400mm(W) X 300mm(D) X 140mm(H)
Weight 3 kg approx.

Dimensional Details Drawing
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ZEAL Factory: S.No: 78/1, Pandhari Industrial Estate, Shivane, Pune - 411023.
Mob No. : +91 9371025315 , +91 7030326565
Email: marketing@zealmfg.com, support@zealmfg.com
Laboratory: Mob. No.: +91 9325714841, +91 9075014802
MANUFACTURING AND CALIBRATION Email : calibration@zealmfg.com, testing@zelmfg.com
SERVICES PRIVATE LIMITED Web: www.zealmfg.com 1wum A
(An ISO 9001 : 2015 Company) : "
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